








EPCMB4

CMB4For use when space constraints
require extremely compact
solutions and internal jumping
is required.

Individual components can be
used to build your own assem-
blies. Just snap the required
number of terminal block com-
ponents together and place a
Mounting Section on each end.

The CMB4 accepts internal
jumpers and standard marking
tags.

• Extremely compact and
cost effective

• High density
• Screw-cage clamp
• Internal jumping provision
• Polyamide 6.6
• Standard color: gray

Terminal Width

Height x Length

Stripping Length

Insulation Material

Type of Connection

Approvals

Wire Range

Voltage Rating

Current Rating

Torque

Other Approvals

Terminal Block

Mounting Section

Separator Plate

Mounting Screw*

Internal
Jumper

Insulated
Internal
Jumper

Current
Bars

Shorting Sleeve & Screw

External
Jumper

MarkingTags (MTType)

2 pole
3 pole
4 pole

10 pole

2 pole
3 pole
4 pole

10 pole

2 pole
3 pole
4 pole

10 pole
10 pole (breakable)

100 pole

2 pole
3 pole
4 pole

10 pole

6 mm

28 x 27 mm

9 mm

Polyamide 6.6

2 screw clamps & 1 tapped hole for cross connect.

22-10 AWG 0.5-4 sq.mm 22-10 AWG

300 V 400 V 300 V

35 A 32 A 35 A

7 lb-in 0.5 Nm 7 lb-in

Cat. No. Std. Pk.

CMB4 100

EPCMB4 50

SPCMB4 100

Any length M3 screw may be used.

CA727/2 100
CA727/3 100
CA727/4 100
CA727/10 10

CA747/2 100
CA747/3 100
CA747/4 100
CA747/10 10

CA703/1 100
CA704/1 100
CA705/1 100
CA732/10 100
CA732/10-A 100
CA732/100 10

CA607/S/Q 100

CA714/2 100
CA714/3 100
CA714/4 100
CA714/10 20

MT2 100

Dimensions mm (in.)
CMB4

Mounting Section
EPCMB4

No. of Hole
Cat No. Poles Width (a) Spacing (b)
CMB4/2 2 26 (1.02) 19 (0.75)
CMB4/3 3 32 (1.26) 25 (0.98)
CMB4/4 4 38 (1.50) 31 (1.22)
CMB4/5 5 44 (1.73) 37 (1.46)
CMB4/6 6 50 (1.97) 43 (1.69)
CMB4/7 7 56 (2.20) 49 (1.93)
CMB4/8 8 62 (2.44) 55 (2.17)
CMB4/9 9 68 (2.68) 61 (2.40)
CMB4/10 10 74 (2.91) 67 (2.64)
CMB4/11 11 80 (3.15) 73 (2.87)
CMB4/12 12 86 (3.39) 79 (3.11)
CMB4/13 13 92 (3.62) 85 (3.35)
CMB4/14 14 98 (3.86) 91 (3.58)
CMB4/15 15 104 (4.09) 97 (3.82)
CMB4/16 16 110 (4.33) 103 (4.06)
CMB4/17 17 116 (4.57) 109 (4.29)
CMB4/18 18 122 (4.80) 115 (4.53)
CMB4/19 19 128 (5.04) 121 (4.76)
CMB4/20 20 134 (5.28) 127 (5.00)
CMB4/21 21 140 (5.51) 133 (5.24)
CMB4/22 22 146 (5.75) 139 (5.47)
CMB4/23 23 152 (5.98) 145 (5.71)
CMB4/24 24 158 (6.22) 151 (5.94)

b
a

* Any length M3 screw may be used.

Preassembled blocks are
also available for quick
and easy installations.

See Dimensions below.

COLOR BLOCKS
(other than grey standard)

When ordering please add
color suffix to Cat. No.

Example: CTS2.5U-N/R

Color Ordering Suffix
Red R
Blue BU
Black BL
Orange O
Green G
Yellow Y
White W
Beige BG
Dark Brown DB

E220514
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Mini Feed-Through Panel Mount
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CENC4 CENC16 CENC35A quick reliable solution for
ground, neutral or low volt-
age distribution applica-
tions. The Busbar System
consists of a busbar, busbar
supports, and screw clamp
terminals for terminating
wires

NEB 10 (10 x 3 mm) and
NEB 6 (6 x 6 mm), tin plated
copper busbars are avail-
able in one meter lengths.
Both have a 140A current
carrying capacity.

NES plastic support with
fixing screws for holding 10
x 3 & 6 x 6 busbar makes
placing of busbar an easy
task. Busbars up to 200 mm
length should be supported
at ends by two busbar sup-
ports. For busbars exceed-
ing 200 mm length, it is rec-
ommended to provide inter-
mediate busbar support.
Easy to operate CENC
clamp secures wire to the
busbar.

Terminal Width

Height x Length

Stripping Length

Insulation Material

Type of Connection

Approvals

Wire Range

Current Rating*

Torque

Other Approvals

Terminal Block**

Busbar
(10 x 3 mm)

Busbar
(6 x 6 mm)

Plastic Support
with Fixing Screw

End Clamp/Bus bar
support for rail mounting

MarkingTags
(MTType)

7.5 mm 9.8 mm 14.5 mm

30 x 23.3 mm 36 x 23.3 mm 45 x 27.3 mm

12 mm 16 mm 16 mm

Polyamide 6.6 Polyamide 6.6 Polyamide 6.6

1 screw clamp connection 1 screw clamp connection 1 screw clamp connection

22-10 AWG 0.5-6 sq.mm 22-12 AWG 10-4 AWG 6-16 sq.mm 10-6 AWG 8-2 AWG 10-35 sq.mm 8-2 AWG

35 A 41 A 80 A 76 A 125 A 125 A

14 lb-in 0.8 Nm 14 lb-in 14 lb-in 2.0 Nm 17.5 lb-in 25 lb-in 2.5 Nm 25 lb-in

Cat. No. Std. Pk. Cat. No. Std. Pk. Cat. No. Std. Pk.

CENC4 50 CENC16 50 CENC35 50

NEB10 1 m NEB10 1 m NEB10 1 m

NEB6 1 m NEB6 1 m NEB6 1 m

NES 50 NES 50 NES 50

CA202 50 CA202 50 CA202 50

MT5 100 MT6 100 MT6 100

* 140A current carrying capacity of busbar should be taken
into account while connecting loads.

** Consult for other available colors.

E220514 E220514 E220514

Busbar System



CSTSN4U CSTSN5U

Terminal Width

Height x Length

Stripping Length

Insulation Material

Type of Connection

Approvals

Wire Range

Voltage Rating

Current Rating

Torque

Other Approvals

Terminal Block

End Plate

DIN Rail
for ordering information
refer to page 70

End Stop
for ordering information
refer to page 72

Protective Cover
for covering

Protective Cover
in Length

Insulated Removable
Jumpers

Insulated Permanent
Jumpers

MarkingTags (MTType)

2Terminal
3Terminal

100 mm
200 mm
300 mm

2 way
3 way
4 way

2 way
3 way
4 way

17 mm

39.5 x 50 mm

12 mm

Polyamide 6.6

2 screw connection
for M4 ring/fork lugs

22-6 AWG 1.5-10 sq.mm 22-6 AWG

600 V 800 V 600 V

65 A 57 A 65 A

14 lb-in 1.2 Nm 14 lb-in

Cat. No. Std. Pk.

CSTSN4U 100

EPCSTSN5U 50

CA702 50
CA802 50

CSTSPC1 100
CSTSPC1-1 100

CSTSPC1-2 10
CSTSPC1-3 10
CSTSPC1-4 10

CA514/1-2 100
CA514/1-3 50
CA514/1-4 50

CA514/3-2 100
CA514/3-3 50
CA514/3-4 50

MT2 100

Altech DIN rail mounting Stud
Type Terminal Blocks are pre-
ferred for the connections that
are subjected to very severe
vibrations.

The wire is crimped to a ring /
fork type lug and is screwed on
to the flat current bar in termi-
nal.The range includes terminal
blocks for wires of size 22-4
AWG.

Jumpering can be achieved
with the aid of external
jumpers. The jumpers are insu-
lated to make them shock proof.
The terminal blocks have mark-
er holding recess to accommo-
date MT type marking tags.

It is recommended to use pro-
tective covers in transparent
plastic because assemblies of
these terminals blocks are not
fully covered.

17 mm

39.5 x 50 mm

12 mm

Polyamide 6.6

2 screw connection
for M5 ring/fork lugs

22-4 AWG 1.5-16 sq.mm 22-4 AWG

600 V 800 V 600 V

80 A 76 A 80 A

17.5 lb-in 2.0 Nm 17.5 lb-in

Cat. No. Std. Pk.

CSTSN5U 100

EPCSTSN5U 50

CA702 50
CA802 50

CSTSPC1 100
CSTSPC1-1 100

CSTSPC1-2 10
CSTSPC1-3 10
CSTSPC1-4 10

CA514/1-2 100
CA514/1-3 50
CA514/1-4 50

CA514/3-2 100
CA514/3-3 50
CA514/3-4 50

MT2 100

COLOR BLOCKS
(other than grey standard)

When ordering please add
color suffix to Cat. No.

Example: CTS2.5U-N/R

Color Ordering Suffix
Red R
Blue BU
Black BL
Orange O
Green G
Yellow Y
White W
Beige BG
Dark Brown DB
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E220514 E220514

Stud Type Block
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Terminal Width

Height x Length

Stripping Length

Insulation Material

Type of Connection

Approvals

Wire Range

Voltage Rating

Current Rating

Torque

Other Approvals

Terminal Block

End Plate

DIN Rail
for ordering information
refer to page 70

End Stop
for ordering information
refer to page 72

Protective Cover
for covering

Protective Cover
in Length

Insulated Removable
Jumpers

Insulated Permanent
Jumpers

MarkingTags (MTType)

2Terminal
3Terminal

100 mm
200 mm
300 mm

2 way
3 way
4 way

2 way
3 way
4 way

CSTSB4U CSTSB5U

17 mm

39.5 x 50 mm

12 mm

Polyamide 6.6

2 screw connection
for M4 ring/fork lugs

22-6 AWG 1.5-10 sq.mm 22-6 AWG

600 V 800 V 600 V

65 A 57 A 65 A

14 lb-in 1.2 Nm 14 lb-in

Cat. No. Std. Pk.

CSTSB4U 100

EPCSTN5U 50

CA702 50
CA802 50

CSTSPC1 100
CSTSPC1-1 100

CSTSPC1-2 10
CSTSPC1-3 10
CSTSPC1-4 10

CA514/1-2 100
CA514/1-3 50
CA514/1-4 50

CA514/3-2 100
CA514/3-3 50
CA514/3-4 50

MT2 100

17 mm

39.5 x 50 mm

12 mm

Polyamide 6.6

2 screw connection
for M5 ring/fork lugs

22-4 AWG 1.5-16 sq.mm 22-4 AWG

600 V 800 V 600 V

80 A 76 A 80 A

17.5 lb-in 2.0 Nm 17.5 lb-in

Cat. No. Std. Pk.

CSTSB5U 100

EPCSTN5U 50

CA702 50
CA802 50

CSTSPC1 100
CSTSPC1-1 100

CSTSPC1-2 10
CSTSPC1-3 10
CSTSPC1-4 10

CA514/1-2 100
CA514/1-3 50
CA514/1-4 50

CA514/3-2 100
CA514/3-3 50
CA514/3-4 50

MT2 100

E220514 E220514

Stud Type Block



Terminal Width

Height x Length

Stripping Length

Insulation Material

Type of Connection

Stud Size / Operated by

Approvals

Wire Range

Voltage Rating

Current Rating

Torque

Other Approvals

Terminal Block

End Plate

DIN Rail
for ordering information
refer to page 70

End Stop
for ordering info.
refer to page 72

Removable
Shorting Link

Insulated Removable
Shorting Link

Permanant
Shorting Link

Insulated Permanent
Jumpers

MarkingTags (KType)

2 way
3 way
4 way

2 way
3 way
4 way

2 way
3 way
4 way

2 way
3 way
4 way

11 mm

50.5 x 46 mm

10 mm

Polyamide 6.6

2 stud flat connection

M4 / Screwdriver

22-8 AWG 1.5-6 sq.mm 22-8 AWG

600 V 800 V 600 V

50 A 41 A 50 A

14 lb-in 1.2 Nm 14 lb-in

Cat. No. Std. Pk.

STH4 100

EPSTH4 50

CA702 100
CA802 50

CA512/13-2 100
CA512/13-3 50
CA512/13-4 50

CA514/13-2 100
CA514/13-3 50
CA514/13-4 50

CA512/14-2 100
CA512/14-3 50
CA512/14-4 50

CA514/14-2 100
CA514/14-3 50
CA514/14-4 50

CA509/K10 100
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STH4

11 mm

50.5 x 86 mm

10 mm

Polyamide 6.6

2 stud flat connection

M4 / Screwdriver

22-8 AWG 1.5-6 sq.mm 22-8 AWG

600 V 800 V 600 V

50 A 41 A 50 A

14 lb-in 1.2 Nm 14 lb-in

Cat. No. Std. Pk.

STH4DT 100

EPSTH4DT 50

CA702 100
CA802 50

CA512/13-2 100
CA512/13-3 50
CA512/13-4 50

CA514/13-2 100
CA514/13-3 50
CA514/13-4 50

CA512/14-2 100
CA512/14-3 50
CA512/14-4 50

CA514/14-2 100
CA514/14-3 50
CA514/14-4 50

CA509/K10 100

STH4DT

22 mm

50.5 x 86 mm

10 mm

Polyamide 6.6

2 stud flat connection

M4 / Screwdriver

22-8 AWG 1.5-6 sq.mm 22-8 AWG

600 V 800 V 600 V

10 A 10 A 10 A

14 lb-in 1.2 Nm 14 lb-in

Cat. No. Std. Pk.

STH4DTSH 100

EPSTH4DT 50

CA702 100
CA802 50

CA512/13-2 100
CA512/13-3 50
CA512/13-4 50

CA514/13-2 100
CA514/13-3 50
CA514/13-4 50

CA512/14-2 100
CA512/14-3 50
CA512/14-4 50

CA514/14-2 100
CA514/14-3 50
CA514/14-4 50

CA509/K10 100

STH4DTSHSTH Series Terminal
Blocks are preferred for
application where the con-
nections are subjected to
severe vibration. The wire
is crimped to a ring / fork
lug and is screwed on to
the flat current bar of the
Terminal Block.The hinged
carrier should be lifted to
insert the lugs and then
fastened to complete the
connection.

By virtue of the hinged
design, the Terminal
Blocks apart from shroud-
ing the live parts, provid-
ing IP 20 (Finger Safe) pro-
tection, saves consider-
able time in wiring.

Two Lugs can be connect-
ed to theTerminal, without
sacrificing the safety of
theTerminal Block.

STH4DT Disconnect & Test
Terminal Block is used for
measuring, control and
regulatory circuits. They
provide a clear functional
advantage for devices
having utility instruments
and associated transform-
ers.

Socket Headed Screws act
as test monitoring point
on either side of the
Terminal Block. Discon-
nection is achieved by
means of a slide link oper-
ated with a Screw Driver.

STH4DTSH Terminal Block
has 2 STH4DT Terminal
Block shorted to achieve
switchable cross connec-
tion (on one side).

Note: The disconnecting
device is not suitable for
interrupting load. The sup-
ply must be switched off
before operating the slide
link / moving the hinged
carrier.

Hinge Type Stud Block

� UL recognition in progress.

�UL �UL �UL
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Terminal Width

Height x Length

Stripping Length

Insulation Material

Type of Connection

Approvals

Wire Range

Voltage Rating

Current Rating

Torque

Other Approvals

Terminal Block

DIN Rail
for ordering information
refer to page 70

End Stop
for ordering information
refer to page 72

Protective Cover

Marker Holder

Internal
Jumper

MarkingTags (KType)

2 way
3 way
4 way

25 mm

62 x 113 mm

18 mm / M6

Polyamide 6.6

2 bolts for connection

8-2 AWG 16-35 sq.mm 8-2 AWG

600 V 1000 V 600 V

130 A 125 A 130 A

27 lb-in 3.0 Nm 27 lb-in

Cat. No. Std. Pk.

PTB35 100

CA702 100
CA102 50
CA202 50

PSPTB35 40

MHPTB35 40

CA703/9 10
CA704/9 10
CA705/9 10

CA509/K9 100

PTB35

25 mm

65 x 169 mm

18 mm / M6

Polyamide 6.6

2 bolts for connection

8-2 AWG 16-35 sq.mm 8-2 AWG

600 V 1000 V 600 V

130 A 125 A 130 A

27 lb-in 3.0 Nm 27 lb-in

Cat. No. Std. Pk.

PTB35SH 100

CA702 100
CA102 50
CA202 50

CA703/9 10
CA704/9 10
CA705/9 10

CA509/K9 100

PTB35SHPTB seriesTerminal Blocks are pre-
ferred for application using wires
of large cross section. The Wire is
crimped to a ring / fork lug and is
screwed on to the flat current bar
of the Terminal Block. Specially
designed Mounting Feet holds the
Terminal Block rigidly on to the
Mounting Rail.

Two Lugs of 35 sq.mm can be con-
nected to theTerminal Block, with-
out sacrificing the safety of the
Terminal Block. Hinged Protective
Cover makes the Terminal Block
shock proof (finger safe) and has
marker recess to accept marking
tag.

TheTerminal Blocks can be stacked
together by pressing the adjacent
Terminal Blocks firmly*. In
PTB35SH series Terminal Blocks,
adjacent terminals can be shorted
by removing a thin wall partition
and using 2/3/4 way shorting link.

Optional Marker Holder MHPTB35
can be used for installing marking
tags on the Terminal Blocks with-
out protective covers.

* M3 Screw of desired length with
nut can be used optionally to
secure the stack.

Marker Holder

Power Block

� UL recognition in progress.

�UL �UL




